MpenBapuTenbHble UCXOAOHbIE TEXHMYECKNE TpeboBaHMA Ha nNocTaBky obopyno-
BaHWS AN aBTOMOBUNbHO-Xene3Hoa4opoxHoro napomMa npoekta CNF11CPD

(nanee —

CyaHo)

Railway-car ferry CNF11CPD (hereinafter the Vessel).
Preliminary basic technical requirements for the equipment

CNF11CPD-531UNTT_kop.1_2017.08.07

NMHeBMOUMUCTEpPHA NOXapHOW CU-
CTeMbl

1.  OcHoeHble daHHbIe o CyOHy

1.1. Tun 1 Ha3HayeHWe cygHa:

ABTOMOOMNBHO - XXENe3HO4OPOXKHbIN /
NacCaXXMpCKNN MapoM C BO3MOXHO-
CTblO MEepeBO3KM OMacHbIX rPy30B C
neposon kateropuen ArcS gna na-
POMHOM NMHUN BaHNHO-XONMCK.

1.2. PanoH nnaBaHUs M YCroBUS 3KC-
nnyatayuu:

CyOoHO  HeorpaHuM4YeHHOro  paunoHa
nnasaHna. OCHOBHOW panoH JKcnIya-
Taumm npegnonaraeTcs B TaTapcKom
NpPonMBe Ha NUHUM MAPOMHON nepe-
npasbl BaHMHO-X0onMCK.

PacueTHas TemnepaTypa Hapy>XHOro
BO34yxa Ons CUCTEM BEHTUNAUMN U
KoHOuuMoHnpoBaHna  +35°C  npu
BnaxHoctn 80% netom u npun — 30°C
BnaxHoctb 70% 3mmon, Boabl OT +
25°C 0o -2°C coOTBETCTBEHHO.

MaTepnan koprnyca W HaacTpoek, a
Takke 3alUUTHble MNOKPbITUS BbibUpa-
IOTCS C y4eTOM 3KchiyaTaumm B 3UM-
Hee BpeMsi Npu TemnepaTtype Hapyx-
Horo Bo3gyxa o - 40°C u ckopoctn
BeTpa OO0 25 M/ceK., B nNeTHee Bpemd
TemnepaTypa Hapy)XHOro Bosgyxa Ao
+30°C, Temnepartypa Bogbl oT - 2°C
no +32 °C.

PacueTHas TemnepaTtypa 3abopTHou
BOAObl ANS oxnaguTernen aHepreTunye-

Fire main pneumotank

Main characteristics

Type and purpose of the ship:

Car-railway train / passenger ferry with
possibility of carrying dangerous
goods with ice category Arc5 for
Vanino-Kholmsk ferry line.

Navigation area and operation condi-
tions:

Non-restricted navigation area. The
basic area of operation is supposed in
Tatar Strait on Vanino-Kholmsk ferry
line.

Design temperature of an outside air
for ventilation and air conditioning
systems is +35°C at humidity 80 % in
summer and at — 30°C and humidity
70% in winter, water from + 25°C
down to -2°C accordingly.

The material of hull and
superstructures and also protective
coatings are accepted in view of
operation during winter time at
temperature of outboard air up to -
40°C and 25 m/s of wind velocity, and
+30°C in summer, water from +32°C
down to -2°C.

Design temperature of outboard water
for ship’s power plant coolers is
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CKOW YCTaHOBKM MPUHUMAETCHA paBHOW
+ 32°C.

PacyeTHas TemnepaTypa Ons u3ons-
LMK XKUNBbIX U CITY)KEOHbIX NOMELLEHUN
npuHUMaeTcsa pasHou - 30°C.

1.3. Knacc cygHa

CyaHO npoeKTUpyeTca U CTPOUTCS Ha
krnacc Poccuurckoro Mopckoro Peru-
ctpa CygoxoacTtea (B ganbHenwem -
PC):

accepted + 32°C.

Design temperature - 30°C for
insulation of living and service spaces
Is accepted.

The Vessel’s class

The ship is being designed and con-
structed on the Russian Maritime Reg-
ister of Shipping (hereinafter — RS)
class:

KM & Arc5 AUT1-ICS OMBO ANTI-ICE ECO Ro-ro passenger ship

dnar npu NocTporke —
Poccunckas ®epgepaums.

Flag at build —
The Russian Federation.

CNF11CPD-531 UTT lNMHeBMoOUMUCTEepHA NnoxapHou cuctemMsbl / Fire main pneumotank




MpenBapuTenbHble UCXOAOHbIE TEXHMYECKNE TpeboBaHMA Ha nNocTaBky obopyno-
BaHWS AN aBTOMOBUNbHO-Xene3Hoa4opoxHoro napomMa npoekta CNF11CPD
(aanee — CygHo)

Railway-car ferry CNF11CPD (hereinafter the Vessel).

Preliminary basic technical requirements for the equipment

1.4. [naBHble pa3mMepeHMs KU ocHoB- Principal dimensions and main charac-
teristics

Hble XapaKTEPUCTUKM

[nvHa Hanbonblasa, m

131.00

Length overall, m

[OnuHa no KBJ1, m

125.02

Length DWL, m

[JnnHa KoHBEHUMOHHas, M

123,25

Length Convention, m

AnvHa mexay nepneHankyns-
paMu, m

120.73

Length between perpendiculars,
m

OnunHa no MNpasunam PC, m

120.73

Length RS Rules, m

LUnpuHa rabaputHas, m 20.32 | Breadth overall, m
LUnpwnHa, m 19.92 | Breadth, m
E:)Cinm Gopta A0 1 (Ha mune- 8.80 | Depth to MD (midship), m
E:;C%Ta Gopra fo BI (Ha mupe- 14.80 | Depth to UD (midship), m
Ocapka no JIMBJ1, m 6.60 | Draught Summer WL, m
KMBa_ancmmaanaq motyHocTe [, 4x4000 | Maximum power of ME, kW
Ckopocts xona, y3. Ship speed, knots
Ha rnybokon Tuxom Boge Ans . :

in deep still water for the clean
cBeXeokpallueHHoro kopnyca 6es | 18.0 .

and recently painted hull at 6.6 m
obpacTtaHus npu ocagke 6.6 m drauaht and 85% power of ME
npu 85% mowwHocTn I 9 P
CKOpOCTb 9KOHOMXO0Aa, Y3 12.0 | Ship economic speed, knots
SKnnax n obcnyxxmearoLwmin nep- 35 Crew and the handling staff, per-
coHarn, yern sons
[Maccaxupbl, 4en 200 | Passengers, persons
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1.5. ABTOHOMHOCTb U OanbHOCTb nna-
BaHUA

[anbHOCTb NNaBaHMA B pPeXmnme KO-
HOoM-xoga okono 1500 Mmunsb.

ABTOHOMHOCTb CygHa MO 3anacam
Tonnuea M macna (akoHomxopn) — 5.2
CYTOK.

ABTOHOMHOCTb CydHa Mno 3anacam BO-
Abl v nposnaumn — 10 CcyToK.

ABTOHOMHOCTb NO 3anacam BoAbl
orpaHn4yeHa BMECTUMOCTbLIO LIUCTEPHDI
npecHom BoOAbl. 3anac BOAbl MOXET
ObITb MOMOJSIHEH C MOMOLLbI CTaLlMo-
HapHOro ONpecHUTenN .

ABTOHOMHOCTb CyaHa MO 3Konormye-
ckon 6e3onacHoCcTU (uMcTtepHa CTOY-
HbIX BOA) — 4 CYTOK.

1.6. PacnpegenutenbHasa ceTb
TpexdrasHasi, HanpsKeHNeEM

400/230B, c yactoTtomn 50, Oe3
HenTpanu. *

1.7. CygHo cooTBeTCcTBYEeT TpeboBa-
HUAM  MexXxayHapoaHbIX, HauuoHarsb-
HbIX W pPervMoHasnbHbIX HOPMAaTUBHbIX
AOKYMEHTOB, KOHBEHUUW W npasBun, a
Takke WU3MEHEHUW W [OONOSIHEHUW K
HUM, OENCTBYIOLWMX Ha AaTy 3aknagku
Knns.

Endurance and range of sailing

Range of sailing at economic speed is
about 1500 nautical miles.

Endurance of the ship by the fuel and
lubricating oil stores (economic speed)
— 5.2 days.

Endurance of the ship by fresh water
and provision stores — 10 days.

Endurance of the ship by water is lim-
ited by fresh water tank volume.
Stores can be supplemented with the
help of a stationary water demineral-
izer.

Endurance of the ship by ecological
factors (sewage tank) — 4 days.

The distribution system

three-phase 400/230VAC, 50Hz, with-
out neutral. *

All relevant Rules, Conventions and
Norms shall be complied with as far as
they are in force at the date of the keel

laying.

! MopknioueHne 06opyaoBaHNS K cyaoBoii ceTh 230 B siBRSeTCH NPeaMeTOM CreLmManbHOro pacCMOTPeHus
npoekTaHTa / Connection of equipment to ship power 230 VAC is subject to the approval by the designer.
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2.  Obwue mexHu4yeckue mpebo-
g8aHusl

2.1. MHeBMOUUCTEPHA AOO0MMKHaA obec-
neynBaTb MOCTOSIHHOE [OaBrfieHMEe 3a-
GopTHOM BOAbLI B CUCTEME BOASIHOrO
NoXXapoTyLIEeHNs cornacHo TpeboBa-
HUAM N9 NacCaXUpPCKMX CyaoBs, B CO-
oTBeTcTBUM MexayHapoaHOMW  KOH-
BEHUUM MO OXpaHe 4erioBe4YecKomn
*un3um Ha mope (COJIAC-74) ¢ po-
MNONHEHUSIMN.,

2.2. OTNnYUTEnbHbIE MNAaHKN AO0IKHbI
OblTb BbINOMIHEHbI Ha aHINIMACKOM
A3blke M Ha PYCCKOM si3blke (Ons oTe-
4eCTBEHHOro 0b6opyaoBaHUS Oonycka-
eTCs TONTbKO Ha PYCCKOM S13bIKE).

2.3. XapaKTepuUCTUKu:

Konnyectso — 1 LWT.

06bém: 1,0 m>;

paboyee paBneHune Boabl - 1,0 Mla;

KOpMyC MHEeBOLUMCTEPHbI - HepXaBeto-
wasa ctanb AlSI 316L.

[lonyckaeTcs wncnosib3oBaHMe MaTte-
puanoB (KOPPO3MOHHOCTOMKUX CTa-
nen) YCTOMYMBBIX K BO3OENCTBUIO
MOPCKOW BOAbl MU3roTaBfiMBaeMbIX MO
ApyrMm ctaHgapTtam.

3. Komrinekm nocmasku

3.1. NHeBMOUMCTEPHA
cneayrLwmnm:

obopyayeTtcsa

Basic technical requirement

The pneumotank should provide con-
stant pressure of sea water at fire
main system according to require-
ments for passengers vessels of Inter-
national convention for the safety of
life at sea (SOLAS-74) with additions.

Name plates must be in English and in
Russian (for equipment produced in
Russia it is allowed to use only Rus-
sian).

Characteristics:
quantity — 1.
volume: 1,0 m?;
work pressure of water - 1,0 MPa;

body of tank - stainless steel AISI
316L.

It is allowed to use materials (corro-
sion-resistant steels) resistant to sea
water produced by other standards.

Scope of supply

Pneumotank is equipped with:
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- fjatuMk  gasneHus (ons Bblgadum
CUrHan Ha «nyck» nNpu gaBneHnn
0.6 MlMa n «cton» npu gaene-
Hum 0.8 Mla Hacoca) — 1 wWT.;

- 3anopHbIn  KnanaH (BKroYas

CNWUBHOWN) — 2 WT.;

- HEBO3BpPAaTHO-3aMoOPHbIA KnanaH

ONs nogadnm cxaToro BoO3gyxa—

1 wr,;

- yKasaTtesibHasi KofloHka — 1 wT.;

- NpeaoxpaHuTernbHbIA  KnanaH
(Pyct=0.88 Mla) — 1 wT.;

- MaHOMeTp C MaHOMETPOBbLIM
KnanaHom — 1 wT.

3.2. CtanbHble OTBETHblE COeANHEHUSA
ANs  NogKMYeHna cyaoBbix Tpybo-
NpPOBOAOB.

3.3. KoMnnekT 3anacHbIX Yacten n uH-
CTPYMEHTOB B COOTBETCTBMU CO CTaH-
AapToM W3roToBUTENS Ha ABa roga
aKcnnyaTaumm, HO He mMeHee Tpebye-
moro lNpasunamn PC.

4.  Okpacka u 3aujuma om Koppo-
3uu

4.1. ObopynoBaHne npegnaratbca K
NnocTtaBke B CTaHOAPTHOW OKpacke
d1pMbI-NponsBoaAnTENs, HO B NO6OM
cnyyae cCUCTEMa OKpacKm [OSKHa
ObiTb 0gobpeHa 3aBOAOM CTpouTe-
nem.

4.2. KoHcepBupyoLmne NOKpbITUA
OOIMKHbI obecneynBaTtb CPOK XpaHe-
HUA BHYTpU rnomeuleHus 12-18 mecs-
Les.

- pressure switch (for issuing a signal
to "start" at pressure 0.6 MPa and
"stop" at pressure 0.8 MPa the pump)
—1pc,;

- stop valve (including drain) — 2 pcs.;

- non-return valve for compressed air
supply — 1 pc.;

- water Level Gauge — 1 pc.;

- safety Valve (Pset=0.88 MPa) -
1 pc.;

- manometer with manometer valve —
1 pc.

Steel counterflanges to connect to
ship piping.

Spare parts and tools set in accord-
ance with manufacturer standard for
two years of operation but not less
than required by RS Rules.

Painting and corrosion protection

The equipment can be offered to de-
livery in standard painting of the
manufacturer, but in any case the sys-
tem of painting must be approved by
the Builder.

All delivered components must be pro-
tected for storage indoors within 12-18
months.
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5.  TpebosaHusi K mexHu4eckou
creyugbukayuu Ha nocmasky

5.1. TexHnyeckas cneundmkaums
(TC) Ha noctaBky o0bopyaoBaHus
AOIMKHa WMEeTb HOMEpP AOOKYMEHTa,
Bepcuto 1 aary.

5.2. TC pomkHa copepxaTtb crnegy-
IO CTaHOAPTHLIN TEKCT:

The technical specifications require-
ments

Technical specification (TS) for
equipment delivery must have the
document number, revision number
and date.

TS must contain the following stand-
ard text:

O6opynoBaHne npefHasHayeHoO AOnNs
YCTaHOBKM Ha aBTOMOOWUIIBHO - Xe-
Ne3HOA0POXHOM / MmaccaXmpckom na-
pome np. CNF11CPD.

CyaHO npoeKTUpyeTca U CTPOUTCS Ha
Knacc Poccunckoro Mopckoro
Pernctpa Cypoxopacrtea (B
AanbHenwem - PC):

Equipment is supplied for railway-car
passenger vessel project CNF11CPD.

The ship is being designed and con-
structed on the Russian Maritime Reg-
ister of Shipping (hereinafter — RS)
class:

KM & Arc5 AUT1-ICS OMBO ANTI-ICE ECO Ro-ro passenger ship

dnar npm NOCTponke —
Poccuinckana ®epepauusi.

PacueTHas TemnepaTypa Hapy>XHOro
BO34yxa AN CUCTEM BEHTUNSAUMN U
KOHOMUMoHMpoBaHusa  +35°C  nipu
BnaxHoctn 80% netom u npu — 30°C
BnaxHoctb 70% 3umon, Boabl OT +
25°C pgo -2°C cooTBETCTBEHHO.

MaTepuan kopnyca v HaACTpoek, a
Takke 3alMTHbIE MNOKPbITUS
BbIOMpalOTCA C y4eToM 3KchnyaTauun
B 3MMHee BpemMmsi npu TemnepaType
Hapy>XHOro Bosgyxa go - 40°C wu
ckopocT BeTpa OO0 25 wM/cek., B

Flag at build —
The Russian Federation.

Design temperature of an outside air
for ventilation and air conditioning sys-
tems is +35°C at humidity 80 % in
summer and at — 30°C and humidity
70% in winter, water from + 25°C
down to -2°C accordingly.

The material of hull and superstruc-
tures and also protective coatings are
accepted in view of operation during
winter time at temperature of outboard
air up to - 40°C and 25 m/s of wind ve-
locity, and +30°C in summer, water
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netHee Bpems Temnepartypa
HapykHoro Bosgyxa go +30°C,
Temnepartypa Bogbl oT - 2°C go +32
°C.

PacueTHas Temnepatypa 3abopTHou
BOAbI ans oxnagutenemu
3HepreTn4eckom YyCTaHOBKM
npuHMMaeTcs pasHon + 32°C.

PacuyeTHas TemnepaTtypa ans
N30NAUMM  XKUNbIX U CIY>KEBHbIX
NOMELLEHUNA NPUHUMAETCA paBHOW -
30°C.

[TocTaBka 0OOpydOBaHUS OCYLLECTB-
nsieTca B COOTBETCTBUM C VIcXxoaHbIMU
TEXHUYECKMMN TpeboBaHUSAMU Ha Mo-
ctaBky CNF11CPD-531 UTT, ecnn B
HacTosilwen cneundpukaumm Ha no-
CTaBKy creunarnbHO He OroBOPEHO
NHoe.

from +32°C down to -2°C.

Design temperature of outboard water
for ship’s power plant coolers is ac-
cepted + 32°C.

Design temperature - 30°C for insula-
tion of living and service spaces is ac-
cepted.

Equipment is supplied in accordance
with Basic technical requirements for
the equipment CNF11CPD-531 WUTT,
unless expressly mentioned otherwise
in this specification.

5.3. B npeacraBnsemon TexHude-
CKoM cneunmdukaumMm Ha MocTaBKy
AOIMKHbI ObITb YyKasaHbl cregyloume
JaHHbIE:

- TeXHUYEeCcKMe XapaKkTepucTukm o6o-
pPyOoBaHus1, KpUBbIE U PacYéThl;

- onncaHme obopyaoBaHus;
- 06BEM NoCcTaBKU;

- BECOBble XapaKkTepucTuku obopyno-
BaHWUS B CyXOM U paboyem COCTOSHUY;

- BECOBbl€ XapaKTEePUCTUKN OTAENbHO
ycTaHaBnmBaemoro obopyaooBaHusa B
CyXoM 1 paboyem COCTOsHUN;

- rabapuTHble YepTexun obopyaoBaHus
B popmaTax .pdf n .dwg (nnu .dxf) c

The technical specifications should
contain the following data:

- equipment technical characteristics,
curves and calculation sheets;

- equipment description;
- volume of delivery;

- weight of equipment in a dry and
working condition;

- weight of separately installed ele-
ments of equipment in a dry and work-
ing condition;

- dimensional drawings of equipment
in formats .pdf and .dwg (or .dxf) in-
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yKasaHnem rabapuTHbIX U YyCTaHOBOY-
HbIX pa3MepoB, a Takke 30H 00CMYyXn-
BaHUS;

- TpeboBaHna K noaBoauMMbiM pabo-
4YnM cpedam C yKasaHuem ux pacxona
N NapamMmeTpoB;

- TpeboBaHUSA K MOHTaXy U YCTaHOBKE
obopynoBaHus;

6. CoenacosaHue mexHu4yeckou
crieyugukayuu

[0 3aKni4YeHust KOHTpaKTa TexHu4e-
ckasi cneundukaums Ha nocTaBnsie-
mMoe obopyaoBaHue AormkHa ObiTb na-
padmpoBaHa OAO KB «Bbimnen» u
3aBogoM-CTpOUTENIEM Ha  PYCCKOM
A3bIKE.

7. TpebosaHusi K mexHu4eckou 0o-
KymeHmauuu

7.1. lNocne 3akno4vYeHnss KOHTpaKTa
Ha MOCTaBKy, MOCTaBLUWMK npeacTas-
nset sBepdun n OAO Kb «Bbimneny» Ha
PYCCKOM $3blKe creayrLwyo UHGop-
MaUMUIO M OKOHYATESIbHYI TEeXHU4Ye-
CKYH0 OOKYMEHTauM ONns NpoeKTupo-
BaHWUS MO 3MEKTPOHHOM NoyTe:

- MHCprKLI,I/IFI Nno MOHTaxXYy,

— BepomocTb (nepedeHb) nocTa.-
KW C ykasaHnem obopyaoBaHus
noctaensiemoro B cbope n Kom-
NNEeKTYoLWMnX, nocTaBngeMbIX
POCCbIMbIO;

— Mapkn n xapaktepuctmkm o060-
pyooBaHus;

— l—IepTe>K|/| OCHOBHOIO 1 KOMIMJIEK-

cluding the overall and mounting di-
mensions, service spaces;

- requirements for input working envi-
ronment with their consumption and
parameters;

- installation and mounting require-
ments of equipment;

The coordination of the technical spec-
ification
Technical specification should be ini-

tialled by JSC Vympel Design Bureau
and Ship Yard in Russian.

Technical documentation

After the signing of a contract the
supplier must send the following in-
formation and finish technical docu-
mentation for design in Russian by e-
mail to the shipyard and JSC Vympel
Design Bureau:

Installation instructions;

The list of delivery with the indication
of the equipment which should be
ready-assembled delivered and loose
delivered,

Models and characteristics of the
equipment;

Drawings of main and loose supplied
equipment including overall dimen-
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Tylowero obopygoBaHusa c yka-
3aHMeM MaccorabapuTHbIX Xa-
PaKTEPUCTUK, MPUCOEOANHUTENb-
HbIX 1 YCTAHOBOYHbIX Pa3MepOB,
30H 06CNYyXMBaHUS;

— CxeMbl npuHUMNManbHble MoA-
coeavHsieMbIX TpybonpoBOAOB,
C YKa3aHWeM UX OMaMeTpOB;

— [lepeyeHb 3UIT;

— [lepeyeHb TEXHUYECKOrO OCHa-
LWEeHnsa, BKMoYyawlwue B cebs
OCHacTKy W cneunanbHbln  UH-
CTPYMEHT WUCMONb3yeEMbIN Mpw
MOHTaxe obopyaoBaHus. B ne-
peyHe OomkHa ObITb TOYHO pas-
JerneHa OTBEeTCTBEHHOCTb Mo-
CTaBLUMKa M MOKynaTens B 4acTtu
3aKyrnku M nOoCTaBKM Heobxoau-
MOrO MHCTPYMEHTA.

— [Mporpammbl ncnbiTaHU obopy-
AOBaHus, BKMYaKLwmne metoau-
KA MpPOBEOEHUSI WCMbITAHUN U
NepeyYHn HeobxoanMbIX ANist 3TO-
ro npmbopos;

— WHCcTpyKumnn no NPUEMKe,
TPaHCMOPTUPOBKE,  XPaHEHMUIo,
packoHcepBauuu, MyckoHanag-
Ke;

— [acnopTta, opmynspbl (B TOM
yucne Ha Komnnekrtywuiee obo-
pydoBaHue);

— WHcTpyKuumn no akcnnyataumm.
Cpok npenocTtaBneHust 4OKyMeHTauum
— 2 Hegenu ¢ MOMEHTa 3aKMYeHus
aorosopa, 6e3 NpuBA3KN K aBaHCOBbLIM
nnatexam. [JOKyMeHTauuss [orkHa
NOCTaBNATbLCA B pedakTupyemMom W

sions and weights, mounting and con-
nections dimensions, service spaces;

Piping systems principle diagrams with
pipes diameters;

List of spare parts;

The list of the special hardware includ-
ing equipment and special instrument
used at installation of equipment. In
the list the liability of the supplier and
the buyer regarding purchase and de-
liveries of the necessary instrument
should be precisely described.

Trial programs, tests methods and list
of necessary devices;

Manual for acceptance, transportation,
storage, depreservation, commission-

ing;

— Passport, forms (including for all
equipment in scope of supply);

Operation manual.

The term for providing documentation
Is 2 weeks from the date of signing the
contract, without reference to advance
payments. Documentation should be
delivered in editable and scanned form
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MpenBapuTenbHble UCXOAOHbIE TEXHMYECKNE TpeboBaHMA Ha nNocTaBky obopyno-
BaHWS AN aBTOMOBUNbHO-Xene3Hoa4opoxHoro napomMa npoekta CNF11CPD

(nanee —

CyaHo)

Railway-car ferry CNF11CPD (hereinafter the Vessel).
Preliminary basic technical requirements for the equipment

CKaHMpOBaHHOM Buae (C nognucsimn),
TEKCTOBblE AOKYMEHTbI — doc cdopmar,
yepTtexu — dwg dopmat (AutoCAD He
ctapuwe 2008 roga), ckaHMpOBaHHbIE —
pdf doopmar.

7.2. B TexHn4yeckom cneundumkaummn Ha
NOCTaBKY AOJIKHbI ObITb yKa3aHbl CPO-
KW npenocTaBfieHNs1 nepedmncrieHHom
BblLLIE JOKYMEHTaLMN.

7.3. JomkHbl 6bITb npeacTaBfeHbI
AOKYMEHTbl O COrfacoBaHUM WHTep-
denCHbIX CBA3EN MO BCEM conpsrae-
MbIM cuctemam 1 obopygoBaHumIo.

7.4. ObopygoBaHMe nocTaBnseTcs
CO cneaywLlen akcnnyatauMOHHOW
AOKYMeHTaLMen Ha PycCKoM A3blke B 5
(NaTN) ak3emnnsgpax v B SNEKTPOHHOM
Buae B popmarte .pdf:

— TexHu4yeckoe onucaHue;

— WHcTpykumio no akcnnyataumm m
PEMOHTY 000pyLOBaHUS;

— [Mporpammbl ncnbiTaHU obopy-
AOBaHus, BKMOYawLwmue metoau-
KA MpOBEOEHUS UCMbITAHUN U
NepeyYHn HeobXoaNMbIX Afs 3TO-
ro npndopos;

— [llepeyeHb 3UAIT.
Ha cygHo — 3 ak3emnnspa;

[Onsa 3aBoga-ctpoutensa — 1 ak3em-
nnsap;

Ona OAO KB «Bbimnen» - 1 3k3
(noctaBky pgokymeHTaumm B Kb
«BbiMnen» obecneuynBaet nocrtas-
LMK obopyaoBaHus).

7.5. YepTexun pomkHbl 6bITb nNpen-

(with signatures), text documents - doc
format, drawings - dwg format (Auto-
CAD no older than 2008), scanned -
pdf format.

Delivery Date of above mentioned
documentation must be indicated in
Technical specification for equipment
delivery.

Documents for interface connections
to other systems and equipment
should be submitted.

Operational documentation in Russian
should be delivered with the equip-
ment in 5 (five) hard copies and in .pdf
format:

Technical description;

Installation, operation, maintenance

and repair instruction;

Trial programs, tests methods and list
of necessary devices;

List of spare parts.
For ship — 3 pcs.;
Ship Yard — 1 pcs.;

JSC Vympel Design Bureau — 1 pcs.
(delivery of documentation to Vympel
Design Bureau should be made by
account of equipment Supplier).

Drawings should be delivered in .dwg
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MpenBapuTenbHble UCXOAOHbIE TEXHMYECKNE TpeboBaHMA Ha nNocTaBky obopyno-
BaHWS AN aBTOMOBUNbHO-Xene3Hoa4opoxHoro napomMa npoekta CNF11CPD

(nanee —

CyaHo)

Railway-car ferry CNF11CPD (hereinafter the Vessel).
Preliminary basic technical requirements for the equipment

cTtasrieHbl B oopmate .dwg (1mnu .dxf)
n .pdf, TekctoBble AOKYMEHTbI B (hop-
maTe .doc u .pdf.

8. Ceudemernbcmea u cepmugu-
Kamol:

8.1. [lomkHbl BbITb NpenoCcTaBreHb
cnegywwne ceBnaeTenbcTBa U cepTu-
dovKaTbl Ha PYCCKOM W aHITIUACKOM
Aa3blke B 1 (0gHOM) ak3emnnsape M B
9NEeKTPOHHOM BUAe B popmate .pdf:

— komnnekt CeptudumkaTtos PC Ha
BCe nocTtaBnsiemoe obopynosa-
HHe B 0BbemMe, COOTBETCTBYHO-
lwem TpebosaHusam [Npasun PC.
Buabl cepTudumkatoB  OOMMKHbI
COOTBETCTBOBATb MPUITOXEHNIO
1 yactn 1 "lpaBuna TexHu4e-
CKOro HabniogeHus 3a NOCTpomn-
KOW CyOB WU N3roTOBNEHMEM Ma-
Tepmanos v U3genun ans cyaos”
Poccunckoro  Mopckoro  peru-
CTpa cygoxoacTsa.

— cBunaeTensctBo 06 ogobpeHun
TMna obbekTa TEXHUYECKOro pe-
rynmpoBaHus, noaTBepxaato-
LLlee cooTBeTCTBME 00OpyAoBa-
HUSa TpeboBaHNSAM « TeXHUYEeCKOo-
ro pernameHTa o 6e3onacHocTu
06BHEKTOB MOPCKOro TpaHcmnop-
Tar.

(or .dxf) and .pdf formats, text docu-
ments in .doc and .pdf formats.

Certificates:

Next certificates must be provided in
Russian and in English in 1 (one) hard
copies and in .pdf format:

- set of RS Certificates for supplied
equipment in volume that RS Rules
requires. Certificate types should be
corresponded to annex 1 “Rules for
technical supervision during construc-
tion of ships and manufacture of mate-
rials and products for ships” Russian
Maritime Register of Shipping.

Type Approval Certificate according
«Technical Regulations on safety of
Sea Transport Facilities».
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MpenBapuTenbHble UCXOAOHbIE TEXHMYECKNE TpeboBaHMA Ha nNocTaBky obopyno-
BaHWS AN aBTOMOBUNbHO-Xene3Hoa4opoxHoro napomMa npoekta CNF11CPD

(nanee —

CyaHo)

Railway-car ferry CNF11CPD (hereinafter the Vessel).
Preliminary basic technical requirements for the equipment

9.  Cpoku rnocmasku u eapaHmuu

9.1. YcnoBua u CpPOKM MOCTaBKU
AOJTKHbI BbITb OrOBOPEHbI NMPU 3aKnio-
YEeHUM KOHTpaKTa Ha NoCTaBKy.

9.2. Heob6xoOAMMOCTb  BbIMOJTHEHUS
led-MOHTaXHbIX paboT, npuBnedve-
HUS cneunanucToB oUpMbl OnNs cep-
BMCHOro obcnyxuBaHus onpeaensieT-
CS NPWY 3aKNIYEHUN KOHTPaKTa.

Terms of delivery and guarantee

Conditions and terms of delivery

should be stipulated at the signing the
contract.

Necessity of performance of commis-
sioning works is determined at signing
the contract.

NcnonHutens: YepHbiwes [.B. f-’a’@P

OTBeTCTBEHHbIN NO MexaHn4veckon YacTtun: KonecHuk [1.B. M
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